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The spreaders Bruttus 6000 and 12000 enable the maxim precision 
on distribution of seeds, correctives and fertilizers. The distribution is 
made by gravity through conveyor belt that ensures high uniformity of 
application.

The Bruttus line works with different consistencies such as powder 

BRUTTUS 6000 and 12000
The transportation wheelset is 
an optional for Bruttus 6000. It 
works on the displacement of 
the spreader when it is empty, 
when the distances are very far 
or the roads, the farm gates and 
the bridges are too close.

Mixers system that avoid the compression 
of the product and ensures the uniformity 
of deposition in the belts.

The Bruttus 6000 and 
Bruttus 12000 tanks 
are tipping, made of 
carbon steel. They 
allow the easy access 
for cleaning and 
maintenance.

It has the function of filtering the spread product for 
avoiding that stones, clods or any other object get 
inside the tank and damage the components of the 
spreading system.

The rubber belt provides more precision on 
distribution. It works in two modes: flixed rate 
and variable rate.

Mixers Tank

Protection grid

Conveyor belt

The pantographic drive
provides more stability,
better copy of the
soil and more safety
on transportation of
products.
Available for the Bruttus 12000

In this mode the work is
made through a fixed rate
informed by the operator
and it doesn’t change the
rate in different speeds.

Working with variable rate the Topper allows 
operate with maps in the format Shape File, 
which are imported from a flash drive.
During the distribution, the doses are 
changed automatically in a few seconds, 
according to recommendations of the map.

Fixed rate Variable rate
Application mode

or granulated fertilizers, dried or wet powder limestone and gypsum.
The rubber curtains eliminate the action of the wind on 

distribution, allowing the distribution directly in the soil and ensuring 
high uniformity and precision.

Transportation wheelset

The SHS, Stara Hydraulic System, 
has a tank responsible for the 
actuation of the
variable rate.
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Technical specifications

Models
Bruttus 6000
Wheels
385/65” - 22.5”
Transmission system
Shifting gears
Load capacity
3.73m3

Width
5.20m
Height
2.51m
Length with header
3.58m
Work height
1.35 m
Empty weight
3,300 kg
Application range
4m
Optional
Lateral transport kit
Line marker
Flow reducer kit

Bruttus 12000

18.4” x 26”

Shifting gears

7.5m3

7.20m

2.30m

6.23m

90cm

5,000 kg

6m

Lateral transport kit
Flow reducer kit
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